
Mechanical Dimensions & Pin Numbering

Notes:
- all dimensions in inches
- square pad is Pin 1, all
leaded components
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32K SRAM
0x0000 - 0x7FFF

32K: 0x8000-0xFFFF

8K: 0xE000-0xFFFF
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Standard Connector Options
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DATA BUS

RXD
TXD

PD2/MISO
PD3/MOSI
PD4/SCK
PD5/SS
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TOP VIEW
(with “SB” connector option)
Note:  * indicates ‘active low”

PA7/PAI/OC1   1
PA6/OC2/OC1   2
PA5/OC3/OC1   3
PA4/OC4/OC1   4

PA3/IC4/OC5/OC1   5
PA2/IC1   6
PA1/IC2   7
PA0/IC3   8

VRH    9
PE0/AN0  10
PE1/AN1  11
PE2/AN2  12
PE3/AN3  13

26   PD2/MISO
25   PD3/MOSI
24   PD4/SCK
23   PD5/SS*
22   +5VDC
21   IRQ*
20   XIRQ*
19   VRL
18   GROUND
17   PE4/AN4
16   PE5/AN5
15   PE6/AN6
14   PE7/AN7

FFFFh

E000h
DFFFh

8000h
7FFFh

1040h

1000h

01FFh
0000h

32K External SRAM

Internal Register Block

512 Bytes Internal RAM

or
32K EEPROM

8K EEPROM

MEMORY MAP

RESET
XIRQ
IRQ

MODA
MODB

EXTAL
XTAL
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8K Starter Package:  #MC11SP8K(-q)
32K Starter Package:  #MC11SP32K(-q)

(default is SB connector unless otherwise specified)

8K Module:  #MC118KM-q
32K Module:  #MC1132KM-q


